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メモリハイコーダ用ユニット
MODULES FOR  

MEMORY HiCORDERS

JA/EN

取扱説明書 / Instruction Manual

メモリハイコーダをバージョンアップしてU8793, MR8790, 
MR8791を使用する場合、操作説明の取扱説明書は、弊社ホー
ムページからダウンロードしてください。
このたびは、HIOKIメモリハイコーダ用ユニットをご選定い
ただき、誠にありがとうございます。
使用上の注意、取り付け方法、仕様などの詳細は、メモリハ
イコーダ本体の取扱説明書をご覧ください。

ユニットの取り付け方

1 すべてのユニットの接続コードを外す
2 本体の電源を切って電源コードを抜く
3 ユニットを留めている2つのねじをプラスドライバー
（No. 2）で緩める

4 2つの取っ手を持って、引き抜く

5 ユニットの向きに注意して、奥までしっかりと差し込む
6 ユニットの2つの固定ねじをプラスドライバーでしっ

かりと締める

取っ手

対応機種一覧

：使用可能　–：使用不可

対応機種

ユニット

8847
MR8847-01
MR8847-02
MR8847-03

MR8847A
（MR8847-51,

MR8847-52,
MR8847-53）

MR8740
MR8741 MR8827 MR6000

MR6000-01
MR8740T

(MR8740-50)

8966       

8967       

8968       

U8969       

8970       

8971   


（MR8741は不可）   

8972       

8973       

U8974       

U8975 – – – – –  

U8976 – – – – –  –

U8977 – – – – –  

U8978 – – – – –  

U8979 – –     

MR8990 – –     

U8991 – – – – – – 

U8793 – –    – –

MR8790 – –    – 

MR8791 – –    – 

U8794 – – – – – – 

対応バージョン
*1

8847, MR8847-01, MR8847-02, MR8847-03 Ver. 3.20 以降
MR8740 Ver. 3.20 以降
MR8741 Ver. 2.20 以降
MR8827 Ver. 1.10 以降

*2
MR6000, MR6000-01 Ver. 2.10以降
MR8740T Ver. 2.00以降

*3
MR8827 Ver. 1.20 以降
MR8847A Ver. 1.10 以降
MR8740 Ver. 3.30 以降
MR8741 Ver. 2.30 以降

8966 アナログユニット
8967 温度ユニット
8968 高分解能ユニット
U8969 ストレインユニット
8970 周波数ユニット
8971 電流ユニット
8972 DC/RMSユニット
8973 ロジックユニット
U8974 高圧ユニット*1

U8975 4chアナログユニット
U8976 高速アナログユニット
U8977 3CH 電流ユニット *2

U8978 4CH アナログユニット *2

U8979 チャージユニット *2, *3

MR8990 デジタルボルトメータユニット
U8991 デジタルボルトメータユニット
U8793 任意波形発生ユニット*1

MR8790 波形発生ユニット*1

MR8791 パルス発生ユニット*1

U8794 VIR発生ユニット 
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8966 ANALOG UNIT
8967 TEMP UNIT
8968 HIGH RESOLUTION UNIT
U8969 STRAIN UNIT
8970 FREQ UNIT
8971 CURRENT UNIT
8972 DC/RMS UNIT
8973 LOGIC UNIT
U8974 HIGH VOLTAGE UNIT*1

U8975 4CH ANALOG UNIT
U8976 HIGH SPEED ANALOG UNIT
U8977 3CH CURRENT UNIT*2

U8978 4CH ANALOG UNIT*2

U8979 CHARGE UNIT*2, *3

MR8990 DIGITAL VOLTMETER UNIT
U8991 DIGITAL VOLTMETER UNIT
U8793 ARBITRARY WAVEFORM GENERATOR UNIT*1

MR8790 WAVEFORM GENERATOR UNIT*1

MR8791 PULSE GENERATOR UNIT*1

U8794 VIR GENERATOR UNIT

If you wish to update the Memory HiCorder to use the 
U8793, MR8790, or MR8791, visit our website to download a 
corresponding file.
Thank you for purchasing the module designed for use with 
Hioki’s Memory HiCorder. For more detailed information about 
operating precautions, module installation, and specifications, 
please see the instruction manual that came with the Memory 
HiCorder.

Installing the Modules

1 Remove the connection cords from all modules.

2 Turn off the instrument, and disconnect the power 
cord.

3 Remove the two fixing screws with a Phillips 
screwdriver (No. 2).

4 Pinch the two knobs and pull out the module.

5 Orient the module and insert it all the way into the 
instrument.

6 Tighten the two module mounting screws with the 
Phillips screwdriver.

Knob

Memory HiCorders that support the modules
 :supported   –: not supported

Memory HiCorders

Modules

8847
MR8847-01
MR8847-02
MR8847-03

MR8847A
(MR8847-51,
MR8847-52,
MR8847-53)

MR8740
MR8741 MR8827 MR6000

MR6000-01
MR8740T

(MR8740-50)

8966       

8967       

8968       

U8969       

8970       

8971   


(Cannot be used 
with MR8741)

  

8972       

8973       

U8974       

U8975 – – – – –  

U8976 – – – – –  –

U8977 – – – – –  

U8978 – – – – –  

U8979 – –     

MR8990 – –     

U8991 – – – – – – 

U8793 – –    – –

MR8790 – –    – 

MR8791 – –    – 

U8794 – – – – – – 

Supporting firmware version
*1

8847, MR8847-01, MR8847-02, MR8847-03 Version 3.20 or latter
MR8740 Version 3.20 or latter
MR8741 Version 2.20 or latter
MR8827 Version 1.10 or latter

*2
MR6000, MR6000-01 Version 2.10 or latter
MR8740T Version 2.00 or latter

*3 
MR8827 Version 1.20 or latter
MR8847A Version 1.10 or latter
MR8740 Version 3.30 or latter
MR8741 Version 2.30 or latter
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